
Full Spectrum Solutions
UltraLux Dimmable Torchiere
(Black, White or Gray Models)

Dear Customer, 

Congratulations, you have just purchased a quality full spectrum light fixture from Full Spectrum Solutions.  Your lamp has been produced 
with the finest components available.

Be sure to retain your receipt for warranty purposes.  Put it with this form and keep it accessible should you happen to need it for future 
reference.  If you have a warranty claim or you have a question about the product, please contact the dealer where you purchased your 
light.  If you purchased from Full Spectrum Solutions, please call 1-888-574-7014 with any questions.

ASSEMBLY AND START UP:
East ‘Twist-Lock” Assembly
All UltraLux torchieres assemble using our east “twist-lock” connectors.  Each of the three pole sections has its own twist-lock plastic 
connector.  You assemble the pole sections with a simple half twist of your wrist.  No stripping of metal threads!  No knotted and twisted 
wires!

Before you start
Never assemble or disassemble the fixture with the power cord plugged into a power supply.  
Carefully remove and inspect all the parts from the package, and lay them out on the floor.  The bulbs are already inserted in their socket 
(s) in the bowl.  Handle this section with care.  Note, as you assemble the torchiere, do no force the connectors.  If any components do 
not align correctly, remove them and try again.  The illustration is for instructional purposes only and may not match your product exactly.

Step 1:  Attach the Lower Pole to the Base
Connect the lower pole (D) to the base (E) by carefully threading it clockwise.  Take particular care with this step to insure you have the 
pole section aligned properly.  Do not force the pole onto the base.

Step 2:  Attach the Middle Pole to the Lower Pole
Attach the middle pole (C) to the lower pole by gently pulling the power cord out from under the base (E) until there is no slack wire 
between the end of the poles.  Then insert the plastic connector at the bottom of (C) into the top of the lower pole (D) and turn clockwise 
to lock into place. Do not over-tighten.

Step 3:  Attach the Upper Pole to the Middle Pole
Attach the upper pole (B) to the middle pole in the same manner that the middle pole section was attached to the lower pole section.  Be 
careful to push any wires into the top pole section so that when the plastic connector from the top of the middle pole section is inserted 
into the bottom pole section, the wires are not caught.  Twist clockwise to lock into place.  Do not over-tighten.

Step 4:  Attach the Decoration Section (Some Models Only)
Some models of torchieres have a ball (F) or other decorative section between the upper pole and the bowl (A).  If your model has this 
section, attach the bowl to the decorative section by screwing the bowl to the decorative section clockwise until secure.  If you model 
does not have this section, move to step 5.

Step 5:  Attach the Bowl to the Upper Pole
Connect the wire with the white plug extending from the bottom of the bowl to the wire with the white plug extending from the top of the 
upper pole section.  Do the same for wires with red plugs.  After connecting, push the plug assemblies and wires into the upper pole.  
Insert the plastic connector from the bowl into the top of the upper pole and turn clockwise to lock into place.  Do not over-tighten.

Step 6: Remove Packing Material and Inspect Bowl
The bulbs in some models are secured during shipment by small pieces of cardboard.  Remove the cardboard from between the bulbs 
and the brackets that hold the bulbs.  Inspect the bowl and remove any packing materials or dirt.

NOTE:  DO NOT ATTEMPT TO REMOVE THE WHITE SILICON MATERIAL OR PLASTIC MATERIAL BETWEEN THE CIRCULAR 
TUBES OF THE LIGHT BULBS.

Operation - Your UltraLux torchiere is now ready for use.  Plug into any wall socket and turn the switch to the desired level of light.  Please 
note, fluorescent bulbs can take up to 1 minute to reach their full brightness due to the need for a warm-up period.

Full Spectrum Solutions 888-574-7014


